
GEP364M1A GEP454M1A GEP564M1A GEP714M1A

- - - -
 200V  50 60Hz  200V  50 60Hz  200V  50 60Hz  200V  50 60Hz

3.6 4.5 5.6 7.1
4.0 5.0 6.3 8.0

0.72 0.70 0.65 0.70
0.05 0.05 0.05 0.07
0.05 0.05 0.05 0.07
0.50 0.50 0.50 0.70
0.50 0.50 0.50 0.70

210 × 1,070 × 690 210 × 1,070 × 690 210 × 1,070 × 690 210 × 1,320 × 690

kg 28 28 28 33
- - - -

 6.8Y8.9/0.2  6.8Y8.9/0.2  6.8Y8.9/0.2  6.8Y8.9/0.2

m3/min 13 10 7 5.5 13 10 9 13 10 9 20 15 13 10

Pa 0 0 0 0
 × W× 30 30 30 50

 RC-DX3B RC-DX3A RC-D4G  RC-DX3B RC-DX3A RC-D4G  RC-DX3B RC-DX3A RC-D4G  RC-DX3B RC-DX3A RC-D4G

 < >  < >  < >  < >
< > < > < > < >

46 38 31 26 46 38 36 31 46 38 36 31 47 39 37 32

60 51 44 39 60 51 49 44 60 51 49 44 60 51 48 45

kW

( ) ( ) ( ) ( )
6.35 ( ) 6.35 ( ) 6.35 ( ) 9.52 ( )
12.7 ( ) 12.7 ( ) 12.7 ( ) 15.88 ( )

R410A R410A R410A R410A

IPX0 IPX0 IPX0 IPX0
PFA004Z041 PFA004Z041 PFA004Z041 PFA004Z042
PFA004Z044 PFA004Z044 PFA004Z044 PFA004Z044
- 2 - 2 - 2 - 2

(1) JIS B 8627 2015  PFA003Z745 RoHS
(2) JIS B 8627 2015

(3) (JIS B 8627:2006)

(4)

SPECIFICATION

'18.09.08. B

GEP364M1A, 454M1A, 564M1A, 714M1A

GEP-4M1A

mm

kW

kW

A

dB(A)

mm

P
F
A
0
0
4
Z
0
4
0
1
/
2

RCN-D5LA-E



GEP904M1A GEP1124M1A GEP1404M1A GEP1604M1A _

- - - - _
 200V  50 60Hz  200V  50 60Hz  200V  50 60Hz  200V  50 60Hz _

9.0 11.2 14.0 16.0 _
10.0 12.5 16.0 18.0 _
0.66 0.69 0.66 0.65 _
0.08 0.10 0.13 0.14 _
0.08 0.10 0.13 0.14 _
0.80 1.00 1.30 1.40 _
0.80 1.00 1.30 1.40 _

210 × 1,320 × 690 250 × 1,620 × 690 250 × 1,620 × 690 250 × 1,620 × 690 _
_

kg 33 43 43 43 _
- - - - _

 6.8Y8.9/0.2  6.8Y8.9/0.2  6.8Y8.9/0.2  6.8Y8.9/0.2 _
_
_

m3/min 22 15 13 10 28 25 21 16.5 32 26 23 17 34 30 23 18 _

Pa 0 0 0 0 _
 × W× 55 65 80 90 _

 RC-DX3B RC-DX3A RC-D4G  RC-DX3B RC-DX3A RC-D4G  RC-DX3B RC-DX3A RC-D4G  RC-DX3B RC-DX3A RC-D4G _

_
 < >  < >  < >  < > _

< > < > < > < > _
49 39 37 32 45 42 38 34 48 43 40 35 49 46 40 36 _

63 52 49 46 61 58 54 50 64 59 56 51 65 62 56 52 _

kW _
( ) ( ) ( ) ( ) _

9.52 ( ) 9.52 ( ) 9.52 ( ) 9.52 ( ) _
15.88 ( ) 15.88 ( ) 15.88 ( ) 15.88 ( ) _

R410A R410A R410A R410A _
_
_
_
_
_
_

IPX0 IPX0 IPX0 IPX0 _
PFA004Z042 PFA004Z043 PFA004Z043 PFA004Z043 _
PFA004Z044 PFA004Z044 PFA004Z044 PFA004Z044 _
- 2 - 2 - 2 - 2 _

(1) JIS B 8627 2015  PFA003Z745 RoHS
(2) JIS B 8627 2015

(3) (JIS B 8627:2006)

(4)

SPECIFICATION

'18.09.08. B

dB(A)

GEP904M1A, 1124M1A, 1404M1A, 1604M1A

kW

A

mm

P
F
A
0
0
4
Z
0
4
0
2
/
2

LA-E RCN-D5

GEP-4M1A

mm

kW


